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Item description/product images

Description

Material:
Steel or grey cast iron.

Version:
Phosphated

Note:
Standard HTD profile with metric pitch (rounded toothing). At least one toothed belt
pulley must have a rim flange. Conical hole for taper clamping bushes. The taper
clamping bushes must be ordered separately and are available for various shaft
diameters. Pulleys with a taper hole are statically balanced as per ISO 1940 grade
G16.

Accessory:
Taper clamping bushes 23200.

Drawings

Overview of items

Order No. belt width Form Main
material

Version 2 No. of
teeth

D D1
max.

D3 D4
max.

D5 B L

22005-0515034 15 H steel for taper bush 1008 34 54,11 - 52,97 57 - 22 22
22005-0515036 15 H steel for taper bush 1108 36 57,3 - 56,16 62 - 22 22
22005-0515038 15 H steel for taper bush 1108 38 60,48 - 59,34 67 - 22 22
22005-0515040 15 H steel for taper bush 1108 40 63,66 - 62,52 73 - 22 22
22005-0515044 15 H steel for taper bush 1108 44 70,03 - 68,89 75 - 22 22
22005-0515048 15 A steel for taper bush 1210 48 76,39 64 75,25 84 - 20,5 25
22005-0515056 15 A grey cast iron for taper bush 1210 56 89,13 70 87,99 94 - 20,5 25
22005-0515064 15 A grey cast iron for taper bush 1210 64 101,86 80 100,72 108 - 20,5 25
22005-0515072 15 A grey cast iron for taper bush 1610 72 114,59 92 113,45 121 - 20,5 25
22005-0515080 15 A grey cast iron for taper bush 1610 80 127,32 92 126,18 135 - 20,5 25
22005-0515090 15 O grey cast iron for taper bush 1610 90 143,24 92 142,1 - 122 20,5 25
22005-0515112 15 O grey cast iron for taper bush 1610 112 178,25 110 177,11 - 157 20,5 25
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