03153 Locating cylinder Ball Lock

Description

Material:
Locating cylinder carbon steel.
Balls roller bearing steel.

Version:
Locating cylinder tempered, black oxidised.
Balls hardened, bright.

Note:

By tightening the thrust screw (D2) the centre ball is pressed downwards and in turn
forces the three locking balls outwards, where they locked in the receiver bush.
With this easy to use system machine set-up times are up to twelve times shorter
than when conventional methods are used.
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03153 Locating cylinder Ball Lock
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03153-13013 13 1322 M5 276 | 6| 25 33 1 03153-913013
03153-13020 20 13|22 M5 346 | 6 | 25 3,3 1 03153-913020
03153-16020 20 16| 32 M6 365 | 8 3 53 3 03153-916020
03153-16025 25 16| 32 M6 415 | 8 3 53 3 03153-916025
03153-20020 20 20| 40 M6 395 |10 3 13,3 4 03153-920020
03153-20025 25 20| 40 Mo 445 | 10| 3 13,3 4 03153-920025
03153-25020 20 25| 45 M8 4 |10 | 4 30 9 03153-925020
03153-25025 25 25|45 M8 49 |10 | 4 30 9 03153-925025
03153-30020 20 30| 50 M10 49 13| 5 44 15 03153-930020
03153-30025 25 30| 50 M10 54 13| 5 44 15 03153-930025
03153-35020 20 35|60 Mi12 51 13| 6 68 25 -

03153-35025 25 35| 60 M12 5 |[13| 6 68 25 -

03153-35040 40 35| 60 Mi12 4l 13| 6 68 25 03153-935040
03153-35050 50 35| 60 Mi12 81 13| 6 68 25 03153-935050
03153-50025 25 50| 75 M20 69 |20 10 88 50 -

03153-50040 40 50| 75 M20 8 20| 10 88 50 -

03153-50050 50 50| 75 M20 94 120 10 88 50 -
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