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Technical information for telescopic slides

KIPP offers you a wide selection of mini telescopic slides with load capacities of 2 kg to 18 kg and lengths of 70 mm to 150 mm, 
which, due to their elegant and professional appearance can be reliably used in a wide range of industries, such as machine and 
plant construction, material handling, retail branches and automotive technology. The high quality of these telescopic rails ensures 
smooth, low-maintenance and almost silent linear movement.

Material

Material Rails Ball cages Balls

Stainless steel Stainless steel 1.4301 Stainless steel 1.4301 Hardened steel or stainless steel 1.4125

Aluminium Aluminium Steel electro zinc-plated Hardened steel

Pull-out
There are three pull-out versions to choose from for the telescopic slides. These differ in their travel (S), which is expressed in 
relation to the length (L).

Partial extension: Length > Travel

Full extension: Length ≈ Travel

Over extension: Length < Travel
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Load capacity
The specified load capacities always refer to a pair of slides mounted vertically based on 50,000 cycles (one cycle = one extension 
and retraction). The load capacities were determined with a centred load (F) at the following slide spacings:
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Slide length L Slide spacing

70 mm or 80 mm 107 mm

100 mm 133 mm

150 mm 267 mm

For wider slide spacings, each user must determine whether the slides are suitable for the respective application.
Differences in the materials to which the slides are mounted, the type of fastening, weather conditions and wear can also influence 
the determined values.

mounting instructions
The following must be observed to ensure long term stability and safety:
- Check the mounting surface for evenness. 
- Use all the holes in the telescopic slides for fastening. 
- Ensure parallelism, angularity and exact alignment of the slide pair. 
- Tall drawer units may be unstable. Therefore, ensure that the installation position is correct and that the correct number of slides 
are used.
- Where the telescopic slides are used intensively, they should be regularly inspected for abnormal wear. 
- Protected installation must be provided to suit the operating conditions and location. 
- Dust particles and dirt can lead to jamming or even damage to the slides ball cages. A clean assembly area is essential.
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Mounting arrangement
The mounting arrangement has an influence on the running of the slides and the load values.

Suitable:

Acceptable:

Unsuitable:
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